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KAINORAŠTIS

29.06.2026Mažmeninė kaina (21 % PVM)

VERSIJA VARIKLIS KURO RŪŠIS GALIA VARANČIŲJŲ RATŲ 
SISTEMA TRANSMISIJA

KAINA, EUR

SWB LWB LWB  
(7 SEATS)

SE
3.0D I6 Dyzelinas MHEV 300 PS AWD Automatinė 148 050 – –

3.0B I6 Benzinas 380 PS AWD Automatinė 153 150 – –

3.0B I6 Benzinas PHEV 460 PS AWD Automatinė 154 350 – –

HSE
3.0D I6 Dyzelinas MHEV 300 PS AWD Automatinė 157 000 – –

3.0D I6 Dyzelinas MHEV 350 PS AWD Automatinė 161 850 166 000 169 100

3.0B I6 Benzinas 380 PS AWD Automatinė 162 450 165 750 168 900

3.0B I6 Benzinas PHEV 460 PS AWD Automatinė 163 200 167 800 –

3.0B I6 Benzinas PHEV 550 PS AWD Automatinė 174 800 – –

4.4B V8 Benzinas 540 PS AWD Automatinė 182 900 187 150

WESTMINSTER EDITION
3.0D I6 Dyzelinas MHEV 300 PS AWD Automatinė 156 650 – –

3.0B I6 Benzinas 380 PS AWD Automatinė 161 750 165 150 –

3.0B I6 Benzinas PHEV 460 PS AWD Automatinė 162 950 166 350 –

AUTOBIOGRAPHY
3.0D I6 Dyzelinas MHEV 300 PS AWD Automatinė 176 250 – –

3.0D I6 Dyzelinas MHEV 350 PS AWD Automatinė 180 850 184 250 183 650

3.0B I6 Benzinas 380 PS AWD Automatinė 181 450 183 900 183 300

3.0B I6 Benzinas PHEV 460 PS AWD Automatinė 181 350 184 600 –

3.0B I6 Benzinas PHEV 550 PS AWD Automatinė 192 100 – –

4.4B V8 Benzinas 540 PS AWD Automatinė 202 500 206 150 205 550

SV
3.0B I6 Benzinas PHEV 460 PS AWD Automatinė – 243 050 –

3.0B I6 Benzinas PHEV 550 PS AWD Automatinė 232 400 – –

4.4B V8 Benzinas 540 PS AWD Automatinė 250 900 278 000 –

SV BLACK
3.0B I6 Benzinas PHEV 550 PS AWD Automatinė 250 300 – –

4.4B V8 Benzinas 540 PS AWD Automatinė 266 550 289 650 –

SV ULTRA
3.0B I6 Benzinas PHEV 550 PS AWD Automatinė 271 600 – –

4.4B V8 Benzinas 540 PS AWD Automatinė 284 900 307 650 –



TECHNINIAI DUOMENYS

B CA

THE NEW RANGE ROVER DIMENSIONS AND CAPABILITIES

VEHICLE HEIGHT

Maximum height 1,870 mm

OBSTACLE CLEARANCE

Off-road height (SWB/LWB) 295 mm/294 mm
Standard ride height 219 mm

TURNING CIRCLE

Kerb-to-kerb (SWB/LWB) 10.95 m/11.54 m
Wall-to-wall (SWB/LWB) 11.37 m/11.96 m
Turns lock-to-lock 2.78

LOADSPACE CAPACITY**

Height 845.8 mm
Width (SWB/LWB/LWB 7 Seats) 1,444 mm/1,444 mm/1,255 mm
Width between arches (SWB/LWB/LWB 7 Seats) 
1,057.3 mm/1,057 mm/1,059 mm
Length behind first row (SWB/LWB/LWB 7 Seats) 
1,975.5 mm/2,165 mm/2,175 mm
Maximum loadspace volume behind first row 
(SWB/LWB/LWB 7 Seats)
Dry† 1,841/2,176/2,050 litres
Wet†† 2,335/2,727.6/2,601 litres

WADING DEPTH

Maximum wading depth 900 mm*

HEADROOM

Maximum front row headroom 999 mm
Maximum second row headroom (SWB/LWB/LWB 7 Seats) 
996.5 mm/978.3 mm/1,005 mm
Maximum third row headroom (LWB 7 Seats) 909 mm

LEGROOM

Maximum front row legroom (SWB/LWB/LWB 7 Seats) 
1,013 mm/1,014 mm/1,014 mm
Maximum second row legroom (SWB/LWB/LWB 7 Seats)
1,027 mm/1,220 mm/1,027 mm
Maximum third row legroom (LWB 7 Seats) 864 mm

Length behind second row (SWB/LWB/LWB 7 Seats) 
1,092.6 mm/1,093 mm/1,286 mm
Maximum loadspace volume behind second row 
(SWB/LWB/LWB 7 Seats)
Dry† 818/818/857 litres
Wet†† 1,050/1,050/1,061 litres
Length behind third row (LWB 7 Seats) 434 mm
Maximum loadspace volume behind third row (LWB 7 Seats)
Dry† 212 litres
Wet†† 312 litres

Standard overall length (SWB/LWB/LWB 7 Seats) 
5,052 mm/5,252 mm/5,252 mm

Wheelbase (SWB/LWB/LWB 7 Seats) 
2,997 mm/3,197 mm/3,197 mm

Width 2,047 mm mirrors folded 
Width 2,209 mm mirrors out

Rear wheel track 1,704.3 mmFront wheel track 1,702.3 mm

Height 
1,870 mm

A B C

Ride Height Departure Angle Ramp Angle
(SWB/LWB/LWB 7 Seats) Approach Angle

Off-road 29.0° 27.7°/25.2°/25.2° 34.7°
Standard 24.5° 21.4°/20.1°/20.1° 26.1°

*Wading depth (25 deg entry and exit) 750 mm, Deep Fording depth (9 deg entry and exit) 900 mm. 
**Rear loadspace is reduced when Rear Executive Class seating is selected. Please contact your local retailer 
for more detail.  †Dry: Volume as measured with VDA-compliant solid blocks (200 mm x 50 mm x 100 mm).  
††Wet: Volume as measured by simulating the loadspace filled with liquid. Please note: Figures relate to 
Standard Wheelbase (SWB), Long Wheelbase (LWB), and Long Wheelbase Seven Seats (LWB 7 Seats) 
models unless stated.

B CA

THE NEW RANGE ROVER DIMENSIONS AND CAPABILITIES

VEHICLE HEIGHT

Maximum height 1,870 mm

OBSTACLE CLEARANCE

Off-road height (SWB/LWB) 295 mm/294 mm
Standard ride height 219 mm

TURNING CIRCLE

Kerb-to-kerb (SWB/LWB) 10.95 m/11.54 m
Wall-to-wall (SWB/LWB) 11.37 m/11.96 m
Turns lock-to-lock 2.78

LOADSPACE CAPACITY**

Height 845.8 mm
Width (SWB/LWB/LWB 7 Seats) 1,444 mm/1,444 mm/1,255 mm
Width between arches (SWB/LWB/LWB 7 Seats) 
1,057.3 mm/1,057 mm/1,059 mm
Length behind first row (SWB/LWB/LWB 7 Seats) 
1,975.5 mm/2,165 mm/2,175 mm
Maximum loadspace volume behind first row 
(SWB/LWB/LWB 7 Seats)
Dry† 1,841/2,176/2,050 litres
Wet†† 2,335/2,727.6/2,601 litres

WADING DEPTH

Maximum wading depth 900 mm*

HEADROOM

Maximum front row headroom 999 mm
Maximum second row headroom (SWB/LWB/LWB 7 Seats) 
996.5 mm/978.3 mm/1,005 mm
Maximum third row headroom (LWB 7 Seats) 909 mm

LEGROOM

Maximum front row legroom (SWB/LWB/LWB 7 Seats) 
1,013 mm/1,014 mm/1,014 mm
Maximum second row legroom (SWB/LWB/LWB 7 Seats)
1,027 mm/1,220 mm/1,027 mm
Maximum third row legroom (LWB 7 Seats) 864 mm

Length behind second row (SWB/LWB/LWB 7 Seats) 
1,092.6 mm/1,093 mm/1,286 mm
Maximum loadspace volume behind second row 
(SWB/LWB/LWB 7 Seats)
Dry† 818/818/857 litres
Wet†† 1,050/1,050/1,061 litres
Length behind third row (LWB 7 Seats) 434 mm
Maximum loadspace volume behind third row (LWB 7 Seats)
Dry† 212 litres
Wet†† 312 litres

Standard overall length (SWB/LWB/LWB 7 Seats) 
5,052 mm/5,252 mm/5,252 mm

Wheelbase (SWB/LWB/LWB 7 Seats) 
2,997 mm/3,197 mm/3,197 mm

Width 2,047 mm mirrors folded 
Width 2,209 mm mirrors out

Rear wheel track 1,704.3 mmFront wheel track 1,702.3 mm

Height 
1,870 mm

A B C

Ride Height Departure Angle Ramp Angle
(SWB/LWB/LWB 7 Seats) Approach Angle

Off-road 29.0° 27.7°/25.2°/25.2° 34.7°
Standard 24.5° 21.4°/20.1°/20.1° 26.1°

*Wading depth (25 deg entry and exit) 750 mm, Deep Fording depth (9 deg entry and exit) 900 mm. 
**Rear loadspace is reduced when Rear Executive Class seating is selected. Please contact your local retailer 
for more detail.  †Dry: Volume as measured with VDA-compliant solid blocks (200 mm x 50 mm x 100 mm).  
††Wet: Volume as measured by simulating the loadspace filled with liquid. Please note: Figures relate to 
Standard Wheelbase (SWB), Long Wheelbase (LWB), and Long Wheelbase Seven Seats (LWB 7 Seats) 
models unless stated.
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A B C
Rampos kampai Artėjimo kampas Pramušimo kampas (SWB/LWB/LWB 7 SEATS) Išvykimo kampas
Off-road 29,0° 27,7° / 25,2° / 25,2° 34,7° 
Standard 24,5° 21,4° / 20,1° / 20,1° 26,1°

SWB/LWB/LWB 7 SEATS  
2 997 mm/3 197 mm/3 197 mm)

SWB/LWB/LWB 7 SEATS     5 052 mm/5 252 mm/5 252 mm

VARIKLIAI D300 D350

Darbinis tūris cm3 2 997 2 997
Kuro tipas – Dyzelinas MHEV Dyzelinas MHEV
Cilindrų skaičius ir išdėstymas – R6 R6
Didžiausia galia PS (kW) / rpm 300 / 4 000 350 / 4 000
Maksimalus sukimo momentas Nm / rpm 650 / 1 500–2 500 700 / 1 500–3 000

GALIA
Įsibėgėjimas 0-100 km/val. sekundžių 6,9 6,1/6,3/6,4 (SWB/LWB/LWB 7 SEATS)
Maksimalus greitis km/h 218 234/242/250 (SWB/LWB/LWB 7 SEATS)

DEGALŲ SĄNAUDOS IR CO2 EMISIJA
Kombinuoto ciklo degalų sąnaudos (WLTP) l/100km 7,6 7,6/7,6/7,8 (SWB/LWB/LWB 7 SEATS)
Kombinuoto ciklo CO2 emisija (WLTP) g/km 198 198/200/204 (SWB/LWB/LWB 7 SEATS)
Kuro bako talpa litrų 80 80

SVORIAI IR MATMENYS
Masė (EU) kg 2 505 2 505/2 569/2 666 (SWB/LWB/LWB 7 SEATS)
Leistinas bruto svoris kg 3 350 3 350/3 350/3 400 (SWB/LWB/LWB 7 SEATS)
Maksimalus priekabos svoris kg 3 500 3 500
Apsisukimo ratas (tarp bortelių) m 10,95 / 11,54  (SWB/LWB)
Bagažo talpa už 1 sėdynių eilės litrų VDA -> 1841/2176/2050 litrų / DIN -> 2335/2727/2601 litrų (SWB/LWB/LWB 7 SEATS)
Bagažo talpa už 2 sėdynių eilės litrų VDA -> 818/818/857 litrų / DIN -> 1050/1050/1061 litrų (SWB/LWB/LWB 7 SEATS)

B CA

THE NEW RANGE ROVER DIMENSIONS AND CAPABILITIES

VEHICLE HEIGHT

Maximum height 1,870 mm

OBSTACLE CLEARANCE

Off-road height (SWB/LWB) 295 mm/294 mm
Standard ride height 219 mm

TURNING CIRCLE

Kerb-to-kerb (SWB/LWB) 10.95 m/11.54 m
Wall-to-wall (SWB/LWB) 11.37 m/11.96 m
Turns lock-to-lock 2.78

LOADSPACE CAPACITY**

Height 845.8 mm
Width (SWB/LWB/LWB 7 Seats) 1,444 mm/1,444 mm/1,255 mm
Width between arches (SWB/LWB/LWB 7 Seats) 
1,057.3 mm/1,057 mm/1,059 mm
Length behind first row (SWB/LWB/LWB 7 Seats) 
1,975.5 mm/2,165 mm/2,175 mm
Maximum loadspace volume behind first row 
(SWB/LWB/LWB 7 Seats)
Dry† 1,841/2,176/2,050 litres
Wet†† 2,335/2,727.6/2,601 litres

WADING DEPTH

Maximum wading depth 900 mm*

HEADROOM

Maximum front row headroom 999 mm
Maximum second row headroom (SWB/LWB/LWB 7 Seats) 
996.5 mm/978.3 mm/1,005 mm
Maximum third row headroom (LWB 7 Seats) 909 mm

LEGROOM

Maximum front row legroom (SWB/LWB/LWB 7 Seats) 
1,013 mm/1,014 mm/1,014 mm
Maximum second row legroom (SWB/LWB/LWB 7 Seats)
1,027 mm/1,220 mm/1,027 mm
Maximum third row legroom (LWB 7 Seats) 864 mm

Length behind second row (SWB/LWB/LWB 7 Seats) 
1,092.6 mm/1,093 mm/1,286 mm
Maximum loadspace volume behind second row 
(SWB/LWB/LWB 7 Seats)
Dry† 818/818/857 litres
Wet†† 1,050/1,050/1,061 litres
Length behind third row (LWB 7 Seats) 434 mm
Maximum loadspace volume behind third row (LWB 7 Seats)
Dry† 212 litres
Wet†† 312 litres

Standard overall length (SWB/LWB/LWB 7 Seats) 
5,052 mm/5,252 mm/5,252 mm

Wheelbase (SWB/LWB/LWB 7 Seats) 
2,997 mm/3,197 mm/3,197 mm

Width 2,047 mm mirrors folded 
Width 2,209 mm mirrors out

Rear wheel track 1,704.3 mmFront wheel track 1,702.3 mm

Height 
1,870 mm

A B C

Ride Height Departure Angle Ramp Angle
(SWB/LWB/LWB 7 Seats) Approach Angle

Off-road 29.0° 27.7°/25.2°/25.2° 34.7°
Standard 24.5° 21.4°/20.1°/20.1° 26.1°

*Wading depth (25 deg entry and exit) 750 mm, Deep Fording depth (9 deg entry and exit) 900 mm. 
**Rear loadspace is reduced when Rear Executive Class seating is selected. Please contact your local retailer 
for more detail.  †Dry: Volume as measured with VDA-compliant solid blocks (200 mm x 50 mm x 100 mm).  
††Wet: Volume as measured by simulating the loadspace filled with liquid. Please note: Figures relate to 
Standard Wheelbase (SWB), Long Wheelbase (LWB), and Long Wheelbase Seven Seats (LWB 7 Seats) 
models unless stated.



TECHNINIAI DUOMENYS

VARIKLIAI P460e P550e P380 P540

Darbinis tūris cm3 2 997 2 997 2 997 4 395
Kuro tipas – Benzinas PHEV Benzinas PHEV Benzinas MHEV Benzinas MHEV
Cilindrų skaičius ir išdėstymas – R6 R6 R6 V8
Didžiausia galia PS (kW) / rpm 460 / 5 500–6 500 550 / 5 500–6 500 380 / 5 000–6 000 537 / 5 200–5 500
Maksimalus sukimo momentas Nm / rpm 660 / 2 000–5 000 800 / 2 000–5 000 550 / 2 000–4 500 750 / 2 250–5 100

GALIA
Įsibėgėjimas 0-100 km/val. sekundžių 5,7/6,0 (SWB/LWB) 5,0 5,6/5,7/6,0 (SWB/LWB/LWB 7 SEATS) 4,6/4,7/4,8 (SWB/LWB/LWB 7 SEATS)

Maksimalus greitis km/h 225 242 242 250

DEGALŲ SĄNAUDOS IR CO2 EMISIJA
Kombinuoto ciklo degalų sąnaudos (WLTP) l/100km 0,6/0,6 (SWB/LWB) 0,6 9,8/10,0 (SWB/LWB)  11,6/11,8/12,0 (SWB/LWB/LWB 7 SEATS)

Kombinuoto ciklo CO2 emisija (WLTP) g/km 16-19/16-19 (SWB/LWB) 16-19  221/227  
(SWB/LWB)

 263/266/271 (SWB/LWB/LWB 7 SEATS)

Kuro bako talpa litrų 71,5 71,5 90 90

SVORIAI IR MATMENYS
Masė (EU) kg 2 770/2 810 (SWB/LWB) 2 810 2 544/2 609/2 683 (SWB/LWB/LWB 7 SEATS) 2 585/2 706/2 805 (SWB/LWB/LWB 7 SEATS)

Leistinas bruto svoris kg 3 480/3 480 (SWB/LWB) 3 480 3 350/3 390/3 380 (SWB/LWB/LWB 7 SEATS) 3 380/3 400/3 450 (SWB/LWB/LWB 7 SEATS)

Maksimalus priekabos svoris kg 3 000 / – (SWB/LWB) 3 000 3 500 3 500
Apsisukimo ratas (tarp bortelių) m 10,95 / 11,54  (SWB/LWB)

Bagažo talpa už 1 sėdynių eilės litrų VDA -> 1841/2176/2050 / DIN -> 2335/2727/2601 (SWB/LWB/LWB 7 SEATS)

Bagažo talpa už 2 sėdynių eilės litrų VDA -> 818/818/857 / DIN -> 1050/1050/1061 (SWB/LWB/LWB 7 SEATS)

B CA

THE NEW RANGE ROVER DIMENSIONS AND CAPABILITIES

VEHICLE HEIGHT

Maximum height 1,870 mm

OBSTACLE CLEARANCE

Off-road height (SWB/LWB) 295 mm/294 mm
Standard ride height 219 mm

TURNING CIRCLE

Kerb-to-kerb (SWB/LWB) 10.95 m/11.54 m
Wall-to-wall (SWB/LWB) 11.37 m/11.96 m
Turns lock-to-lock 2.78

LOADSPACE CAPACITY**

Height 845.8 mm
Width (SWB/LWB/LWB 7 Seats) 1,444 mm/1,444 mm/1,255 mm
Width between arches (SWB/LWB/LWB 7 Seats) 
1,057.3 mm/1,057 mm/1,059 mm
Length behind first row (SWB/LWB/LWB 7 Seats) 
1,975.5 mm/2,165 mm/2,175 mm
Maximum loadspace volume behind first row 
(SWB/LWB/LWB 7 Seats)
Dry† 1,841/2,176/2,050 litres
Wet†† 2,335/2,727.6/2,601 litres

WADING DEPTH

Maximum wading depth 900 mm*

HEADROOM

Maximum front row headroom 999 mm
Maximum second row headroom (SWB/LWB/LWB 7 Seats) 
996.5 mm/978.3 mm/1,005 mm
Maximum third row headroom (LWB 7 Seats) 909 mm

LEGROOM

Maximum front row legroom (SWB/LWB/LWB 7 Seats) 
1,013 mm/1,014 mm/1,014 mm
Maximum second row legroom (SWB/LWB/LWB 7 Seats)
1,027 mm/1,220 mm/1,027 mm
Maximum third row legroom (LWB 7 Seats) 864 mm

Length behind second row (SWB/LWB/LWB 7 Seats) 
1,092.6 mm/1,093 mm/1,286 mm
Maximum loadspace volume behind second row 
(SWB/LWB/LWB 7 Seats)
Dry† 818/818/857 litres
Wet†† 1,050/1,050/1,061 litres
Length behind third row (LWB 7 Seats) 434 mm
Maximum loadspace volume behind third row (LWB 7 Seats)
Dry† 212 litres
Wet†† 312 litres

Standard overall length (SWB/LWB/LWB 7 Seats) 
5,052 mm/5,252 mm/5,252 mm

Wheelbase (SWB/LWB/LWB 7 Seats) 
2,997 mm/3,197 mm/3,197 mm

Width 2,047 mm mirrors folded 
Width 2,209 mm mirrors out

Rear wheel track 1,704.3 mmFront wheel track 1,702.3 mm

Height 
1,870 mm

A B C

Ride Height Departure Angle Ramp Angle
(SWB/LWB/LWB 7 Seats) Approach Angle

Off-road 29.0° 27.7°/25.2°/25.2° 34.7°
Standard 24.5° 21.4°/20.1°/20.1° 26.1°

*Wading depth (25 deg entry and exit) 750 mm, Deep Fording depth (9 deg entry and exit) 900 mm. 
**Rear loadspace is reduced when Rear Executive Class seating is selected. Please contact your local retailer 
for more detail.  †Dry: Volume as measured with VDA-compliant solid blocks (200 mm x 50 mm x 100 mm).  
††Wet: Volume as measured by simulating the loadspace filled with liquid. Please note: Figures relate to 
Standard Wheelbase (SWB), Long Wheelbase (LWB), and Long Wheelbase Seven Seats (LWB 7 Seats) 
models unless stated.

B CA

THE NEW RANGE ROVER DIMENSIONS AND CAPABILITIES

VEHICLE HEIGHT

Maximum height 1,870 mm

OBSTACLE CLEARANCE

Off-road height (SWB/LWB) 295 mm/294 mm
Standard ride height 219 mm

TURNING CIRCLE

Kerb-to-kerb (SWB/LWB) 10.95 m/11.54 m
Wall-to-wall (SWB/LWB) 11.37 m/11.96 m
Turns lock-to-lock 2.78

LOADSPACE CAPACITY**

Height 845.8 mm
Width (SWB/LWB/LWB 7 Seats) 1,444 mm/1,444 mm/1,255 mm
Width between arches (SWB/LWB/LWB 7 Seats) 
1,057.3 mm/1,057 mm/1,059 mm
Length behind first row (SWB/LWB/LWB 7 Seats) 
1,975.5 mm/2,165 mm/2,175 mm
Maximum loadspace volume behind first row 
(SWB/LWB/LWB 7 Seats)
Dry† 1,841/2,176/2,050 litres
Wet†† 2,335/2,727.6/2,601 litres

WADING DEPTH

Maximum wading depth 900 mm*

HEADROOM

Maximum front row headroom 999 mm
Maximum second row headroom (SWB/LWB/LWB 7 Seats) 
996.5 mm/978.3 mm/1,005 mm
Maximum third row headroom (LWB 7 Seats) 909 mm

LEGROOM

Maximum front row legroom (SWB/LWB/LWB 7 Seats) 
1,013 mm/1,014 mm/1,014 mm
Maximum second row legroom (SWB/LWB/LWB 7 Seats)
1,027 mm/1,220 mm/1,027 mm
Maximum third row legroom (LWB 7 Seats) 864 mm

Length behind second row (SWB/LWB/LWB 7 Seats) 
1,092.6 mm/1,093 mm/1,286 mm
Maximum loadspace volume behind second row 
(SWB/LWB/LWB 7 Seats)
Dry† 818/818/857 litres
Wet†† 1,050/1,050/1,061 litres
Length behind third row (LWB 7 Seats) 434 mm
Maximum loadspace volume behind third row (LWB 7 Seats)
Dry† 212 litres
Wet†† 312 litres

Standard overall length (SWB/LWB/LWB 7 Seats) 
5,052 mm/5,252 mm/5,252 mm

Wheelbase (SWB/LWB/LWB 7 Seats) 
2,997 mm/3,197 mm/3,197 mm

Width 2,047 mm mirrors folded 
Width 2,209 mm mirrors out

Rear wheel track 1,704.3 mmFront wheel track 1,702.3 mm

Height 
1,870 mm

A B C

Ride Height Departure Angle Ramp Angle
(SWB/LWB/LWB 7 Seats) Approach Angle

Off-road 29.0° 27.7°/25.2°/25.2° 34.7°
Standard 24.5° 21.4°/20.1°/20.1° 26.1°

*Wading depth (25 deg entry and exit) 750 mm, Deep Fording depth (9 deg entry and exit) 900 mm. 
**Rear loadspace is reduced when Rear Executive Class seating is selected. Please contact your local retailer 
for more detail.  †Dry: Volume as measured with VDA-compliant solid blocks (200 mm x 50 mm x 100 mm).  
††Wet: Volume as measured by simulating the loadspace filled with liquid. Please note: Figures relate to 
Standard Wheelbase (SWB), Long Wheelbase (LWB), and Long Wheelbase Seven Seats (LWB 7 Seats) 
models unless stated.
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Rampos kampai Artėjimo kampas Pramušimo kampas (SWB/LWB/LWB 7 SEATS) Išvykimo kampas
Off-road 29,0° 27,7° / 25,2° / 25,2° 34,7° 
Standard 24,5° 21,4° / 20,1° / 20,1° 26,1°

SWB/LWB/LWB 7 SEATS  
2 997 mm/3 197 mm/3 197 mm)

SWB/LWB/LWB 7 SEATS     5 052 mm/5 252 mm/5 252 mm

B CA

THE NEW RANGE ROVER DIMENSIONS AND CAPABILITIES

VEHICLE HEIGHT

Maximum height 1,870 mm

OBSTACLE CLEARANCE

Off-road height (SWB/LWB) 295 mm/294 mm
Standard ride height 219 mm

TURNING CIRCLE

Kerb-to-kerb (SWB/LWB) 10.95 m/11.54 m
Wall-to-wall (SWB/LWB) 11.37 m/11.96 m
Turns lock-to-lock 2.78

LOADSPACE CAPACITY**

Height 845.8 mm
Width (SWB/LWB/LWB 7 Seats) 1,444 mm/1,444 mm/1,255 mm
Width between arches (SWB/LWB/LWB 7 Seats) 
1,057.3 mm/1,057 mm/1,059 mm
Length behind first row (SWB/LWB/LWB 7 Seats) 
1,975.5 mm/2,165 mm/2,175 mm
Maximum loadspace volume behind first row 
(SWB/LWB/LWB 7 Seats)
Dry† 1,841/2,176/2,050 litres
Wet†† 2,335/2,727.6/2,601 litres

WADING DEPTH

Maximum wading depth 900 mm*

HEADROOM

Maximum front row headroom 999 mm
Maximum second row headroom (SWB/LWB/LWB 7 Seats) 
996.5 mm/978.3 mm/1,005 mm
Maximum third row headroom (LWB 7 Seats) 909 mm

LEGROOM

Maximum front row legroom (SWB/LWB/LWB 7 Seats) 
1,013 mm/1,014 mm/1,014 mm
Maximum second row legroom (SWB/LWB/LWB 7 Seats)
1,027 mm/1,220 mm/1,027 mm
Maximum third row legroom (LWB 7 Seats) 864 mm

Length behind second row (SWB/LWB/LWB 7 Seats) 
1,092.6 mm/1,093 mm/1,286 mm
Maximum loadspace volume behind second row 
(SWB/LWB/LWB 7 Seats)
Dry† 818/818/857 litres
Wet†† 1,050/1,050/1,061 litres
Length behind third row (LWB 7 Seats) 434 mm
Maximum loadspace volume behind third row (LWB 7 Seats)
Dry† 212 litres
Wet†† 312 litres

Standard overall length (SWB/LWB/LWB 7 Seats) 
5,052 mm/5,252 mm/5,252 mm

Wheelbase (SWB/LWB/LWB 7 Seats) 
2,997 mm/3,197 mm/3,197 mm

Width 2,047 mm mirrors folded 
Width 2,209 mm mirrors out

Rear wheel track 1,704.3 mmFront wheel track 1,702.3 mm

Height 
1,870 mm

A B C

Ride Height Departure Angle Ramp Angle
(SWB/LWB/LWB 7 Seats) Approach Angle

Off-road 29.0° 27.7°/25.2°/25.2° 34.7°
Standard 24.5° 21.4°/20.1°/20.1° 26.1°

*Wading depth (25 deg entry and exit) 750 mm, Deep Fording depth (9 deg entry and exit) 900 mm. 
**Rear loadspace is reduced when Rear Executive Class seating is selected. Please contact your local retailer 
for more detail.  †Dry: Volume as measured with VDA-compliant solid blocks (200 mm x 50 mm x 100 mm).  
††Wet: Volume as measured by simulating the loadspace filled with liquid. Please note: Figures relate to 
Standard Wheelbase (SWB), Long Wheelbase (LWB), and Long Wheelbase Seven Seats (LWB 7 Seats) 
models unless stated.



„Jaguar Land Rover Limited“ nuolat ieško būdų, kaip patobulinti bendrovės siūlomų automobilių, jų dalių ir priedų specifi kacijas, dizainą bei gamybą ir reguliariai juos atnaujina. Galimybės pasirinkti tam 
tikras funkcijas ar savybes gali skirtis priklausomai nuo to, ar jos įeina į papildomai užsakomą ar standartinę įrangą. Norėdami susipažinti su detaliomis specifi kacijomis, naudokitės konfi gūravimo programa 
arba kreipkitės į savo pardavėją. „Inchcape Lietuva“ pasilieka teisę keisti kainas ir specifi kacijas be išankstinio perspėjimo."
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